PROJECT DESCRIPTION

GENERAL

THIS PORTION OF THE PROJECT INVOLVES THE CONSTRUCTION OF TWO TEMPORARY TRAFFIC CONTROL SIGNALS
AT THE INTERSECTIONS OF MD 648 AND 1-695 WEST AND MD 648 AND [-695 EAST RAMPS IN ANNE ARUNDEL
COUNTY. MARYLAND. MD 648 IS ASSUMED 7O RUN IN A NORTH-SOUTH DIRECTION.

INTERSECTION DPERATIDN

- THE MD 648 AT 1-695 EAST INTERSECTION WILL OPERATE IN A FLASHING MODE WITH THE MD 648 INDICATIONS

FLASHING YELLOW AND THE 1I-695 INDICATIONS FLASHING RED. WHEN ACTIVATED. THE INTERSECTION WILL
OPERATE IN A NEMA FOUR-PHASE, SEMI-TRAFFIC ACTUATED MODE WITH THE MD 648 APPROACHES OPERATING
CONCURRENTLY AND THE [-695 APPROACH OPERATING ALONE. EXCLUSIVE/PERMISSIVE LEFT-TURN

PHASING WILL BE PROVIDED FOR SOUTHBOUND MD 648.

THE MD 648 AT I1-695 WEST INTERSECTION WILL DPERATE IN A FLASHING MODE WITH THE MD 648 INDICATIONS
FLASHING YELLOW AND THE I-695 INDICATIONS FLASHING RED. WHEN ACTIVATED, THE INTERSECTION WILL
OPERATE IN A NEMA FOUR-PHASE. SEMI TRAFFIC—-ACTUATED MODE WITH THE MD 648 APPROACHES OPERATING
CONCURRTENLY AND THE I-685/LYNVUE ROAD APPROACHES OPERATING CONCURRENTLY.

CONTROLLER REQUIREMENTS

INSTALL A FULL-TRAFFIC-ACTUATED, EIGHT-PHASE CONTROLLER WITH VIDEO INTERFACE EQUIPMENT (1-8 CAMERAS)
AND HOUSED IN A NEMA SIZE “5” POLE MOUNTED CABINET AT EACH INTERSECTION.

EQUIPMENT LIST "A”

MAINTENANCE OF TRAFFIC

THE FOLLOWING TRAFFIC CONTROL STANDARDS SHALL BE REFERENCED FOR THE PROJECT.
ADDITIONAL TRAFFIC CONTROL STANDARDS MAY BE USED AS DIRECTED BY THE ENGINEER.

STANDARD NO. MD-104.04-01 (SHOULDER WORK)
STANDARD NO. MD—104.04-03 (LEFT LANE CLDSURE)
STANDARD NO. MD-104.04-05 (RIGHT LANE CLOSURE)

STANDARD NO. MD-104.04-13
STANDARD NO. MD-104.04-15

(LEFT TURN BAY CLOSURE)

( INTERSECTION LEFT
LANE. TURN BAY)

A. EQUIPMENT TO BE SUPPLIED BY THE SHA
CATEGORY CODDE QUANTITY DESCRIPTION
900000 2 EACH VIDEO INTERFACE EQUIPMENT: 1-8 CAMERAS
971016 2 EACH EIGHT-PHASE, FULL-TRAFFIC-ACTUATED CONTROLLER WITH INTERSECTION
MONITOR HOUSED IN A NEMA SIZE “5” POLE MOUNTED CABINET
972023 112 S.F. SHEET ALUMINUM SIGNS TO CONSIST GOF 3

W3-3 SIGN (BLACK ON ORANGE) (48 IN. x 48 IN.) WITH

- & EACH
“TEMP” PANEL (30 IN. x 30 IN.) AND FLAG — GROUND MOUNT

PROJECT CONTACTS

THE CONTACT PERSONS FOR SHA ARE AS FOLLOWS:

MS. KIMBERLY TRAN
ASSISTANT DISTRICT ENGINEER — TRAFFIC
PHONE: (410) 841-1019

MR. JOHN S. MAYS
ASSISTANT DISTRICT ENGINEER -~ MAINTENANCE
PHONE: (410) 841-1013

MR. MIKE HUBER
DISTRICT UTILITY ENGINEER
PHONE: (301) 624-8115

MR. RICHARD L. DAFF. SR.
CHIEF, TRAFFIC OPERATIONS DIVISION
PHONE: (410) 787-7630

EQUIPMENT LIST "C"

C. EQUIPMENT TO BE REMOVED AND RETURNED TO SHA

SHA FORCES SHALL REMOVE THE CONTROLLER AND ALL AUXILIARY EQUIPMENT FROM THE CONTROLLER
CABINET. THE CABINET AND ALL OTHER MATERIALS TO BE REMOVED BY THE CONTRACTOR SHALL BECOME

EQUIPMENT LIST "B"

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

CATEGDRY
CODES QUANTITY
1001 1 EACH
8001 <S¢ #F EACH
8008 5 EACH
8026 1 EACH
8027 4 EACH
8028 30 L.F.
8035 190 L.F.
8038 25 L.F.
8042 2 EACH
8043 100 L.F.
8045 112 S.F.
8058 1100 L.F.
8059 60 L.F.
8065 350 L.F.
8066 2 EACH

THE PROPERTY OF THE CONTRACTOR.

BY: sbloss
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PHASE CHART

MD 648 AT 1-695 EAST RAMP
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DESCRIPTION

MAINTENANCE OF TRAFFIC
12 IN. LED VEHICULAR TRAFFIC SIGNAL HEAD SECTION
CLASS 11 wDOD POLE WITH 2 DOWN GUYS & ANCHORS

VIDEO DETECTION ARM

VIDEO DETECTION CAMERA & CABLE

3 INCH ELECTRICAL CONDUIT-PVC RISER

WOOD SIGN SUPPORTS UP TO 4 X 6 INCHES

NO. 6 AWG STRANDED BARE COPPER GROUND WIRE
ELECTRICAL UTILITY SERVICE EQUIPMENT 120/240 VOLTS 60 AMPS
ELECTRICAL CABLE 1-CONDUCTOR NO. 4 AWG—THHN/THWN
INSTALL GROUND MOUNTED SIGN

ELECTRICAL CABLE — S CONDUCTOR (NO. 14 AWG)
ELECTRICAL CABLE — 7 CONDUCTOR (NO. 14 AWG)

STEEL SPAN WIRE — 3/8 INCH DIAMETER

INSTALL CONTROLLER AND CABINET — POLE MOUNT
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